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  FRIM - 200C - M ( SST ) * / FRIM - 200Q - M ( SST )*
  Fire Resistant Shipboard Braided Instrumentation Cables 150/250 V

90 ˚C
  Type Approval Certificates  :  ABS  -  BV  -  LR 

No. of Core &
Nominal Area
of Conductor

Approx. 
O.D.

Approx. Weight No. of Core &
Nominal Area
of Conductor

Approx. 
O.D.

Approx. Weight No. of Core &
Nominal Area
of Conductor

Approx. 
O.D.

Approx. Weight

FRIM-
200C-M

FRIM-
200Q-M

FRIM-
200C-M

FRIM-
200Q-M

 FRIM-
200C-M

FRIM-
200Q-M

No. X mm² mm Kg/Km Kg/Km No. X mm² mm Kg/Km Kg/Km No. X mm² mm Kg/Km Kg/Km

2 X 0.75 10.1 155 150 2 X 1.0 10.5 166 160 2 X 1.5 11.4 196 190

3 X 0.75 10.8 176 170 3 X 1.0 11.0 192 187 3 X 1.5 12.0 231 225

4 X 0.75 11.6 208 202 4 X 1.0 11.8 231 225 4 X 1.5 12.9 270 263

5 X 0.75 12.6 245 238 5 X 1.0 12.9 268 262 5 X 1.5 14.3 361 350

6 X 0.75 13.5 270 263 6 X 1.0 14.0 303 295 6 X 1.5 15.4 407 394

7 X 0.75 13.5 286 279 7 X 1.0 14.0 322 315 7 X 1.5 15.4 433 420

8 X 0.75 15.2 372 359 8 X 1.0 15.5 415 402 8 X 1.5 17.7 501 487

10 X 0.75 16.9 434 421 10 X 1.0 17.9 486 471 10 X 1.5 19.9 592 576

12 X 0.75 18.0 476 462 12 X 1.0 18.4 545 530 12 X 1.5 20.5 654 638

16 X 0.75 19.8 588 572 16 X 1.0 20.3 662 645 16 X 1.5 22.6 817 798

19 X 0.75 21.0 653 636 19 X 1.0 21.5 740 722 19 X 1.5 24.0 915 895

20 X 0.75 22.0 702 684 20 X 1.0 22.6 795 776 20 X 1.5 25.2 982 961

24 X 0.75 24.2 806 786 24 X 1.0 25.0 916 894 24 X 1.5 27.9 1153 1129

27 X 0.75 24.9 867 846 27 X 1.0 25.5 997 975 27 X 1.5 28.4 1242 1218

37 X 0.75 27.6 1094 1070 37 X 1.0 28.5 1251 1225 37 X 1.5 31.8 1589 1561

Note  :  *  SST  =   Cables with lapped inner covering and a single sheath design.

 CONSTRUCTION

1.  Conductor : Annealed Stranded Circular Copper
2.  Fire Barrier : Mica Tape
3.  Insulation : XLPE
4.  Collective : Aluminium Mylar Foil With Drain
     Screen Wire
5.  Inner Covering : Lapped With Suitable Tape(s)
6.  Wire Braid : Annealed Copper Wires ( C )

Galvanized Steel Wires ( Q )
7.  Outer Sheath : Flame Retardant LSOH, SHF 1

 CORE  IDENTIFICATION

Each Core : White i nsulated cores wi th b lack          
number printed on the cores             

Sheath Colour : Orange

PRODUCT  TECHNICAL

Application  :

This cable is intended for lighting and control system 
for �xed in most areas and on open deck in ships where 
�ame retardant, low smoke halogen free and �re resistant 
properties are required.

Applicable Standard : IEC 60092-376
Rated Voltage : 150 / 250 V
Temperature Range : - 15 ºC  to  90 ºC

PRODUCT  PERFORMANCE

Flame Retardant Test : IEC 60332 - 1
: IEC 60332-3-22 Cat. A

Halogen Content Test : IEC 60754 - 1
Corrosivity Test : IEC 60754 - 2
Smoke Density Test : IEC 61034 - 1 & 2
Fire Alone Test : IEC 60331 - 21
Fire With Shock Test : IEC 60331 - 1 ( LR )
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Notes
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Distributed By :

WILSON CABLES PRIVATE LIMITED
142, Gul Circle, Jurong Industrial Estate, Singapore 629602 
Tel : + 65 68617888 Fax : + 65 68617871
E-mail : exports@wilson-cables.com.sg / 
           sales.sg@wilson-cables.com.sg
Website : http://www.wilson-cables.com

WILSON CABLES - S - 6 - 0315 - 2000    
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